
ELECTRIC HEATING

KEY FEATURES

 Suitable for domestic and commercial applications.

 ideal when instant heat is necessary or in places in 

 direct and continuous contact with the outside. 

 It heats by radiation, the heat spreads directly at the 

 speed of light straight to the solid bodies with the 

 same principle as solar radiation.

 Wall installation with compact dimensions.

 Maximum silence: it has no moving parts.

 Easy installation

 Product speci® cations:

 IPX4 splashproof protection, can be installed in rooms 

 with high relative humidity.

 Heat Up Time: approximately 30 sec.

 Choice of 3 power outputs: 600/1200/1800 W with a pull 

 switch, the power output appears automatically.

 Can be adjusted (22! range) to direct the heat where 

 needed.

 Can be switched on and off remotely.

 Acts instantly, even in cold rooms.

 Quartz bulb.

INFRARED WALL HEATER 
FOR AUXILIARY HEATING

THERMOLOGIKA
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Model Code  A B C Kg

THERMOLOGIKA 70002  540 123 100 1.6

MODEL Code V Hz Power Setting 
W

A Insulation IP

THERMOLOGIKA 70002 230 50 600/1200/1800 7.8         cl.I X4

A C

APPLICATIONS

TECHNICAL DATA

DIMENSIONS

ACCESSORIES

MODEL Code

QUARTZ BULB 22985
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Dimensions (mm)



ELECTRIC HEATING

CALDOPRO PLUS

22

PROFESSIONAL FAN HEATERS
PORTABLE AND FOR WALL
INSTALLATION

KEY FEATURES

 Range and products speci® cations:

 3 models: different power (3 kW to 5 kW) and supply 
 voltage (single and three phase).

 Cylindrical steel body with intake and outlet grilles.
 Fan motor unit with single speed shielded pole motor. 

 Aluminium 5-blade fan.
 Control panel located on the main cylindrical casing, 

 made of self-extinguishing V0, ABS painted with integrated
 carrying handle. 

 Mechanical timer, max 180 minutes, for setting delayed
 switch-off.

 Support feet in painted steel sheet with anti-vibration 
 supports.

 Supply cable with industrial 4-pole safety plug for 
 three-phase models and schuko plug for single 
 phase model, nominal cable length 1800 mm.

 For auxiliary heating in laboratories, shops, 

 warehouses and homes.

 Splashproof (protection IPX4) particularly suited also 

 for use in the presence of water.

 Bulb-type thermostat guarantees greater accuracy.

 Equipped with bracket for wall installation
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TECHNICAL DATA

DIMENSIONS

APPLICATIONS

Models Code  A B C Kg

CALDOPRO PLUS 3000 M 70805 238 300.5 335 5.4

CALDOPRO PLUS 3000 T 70806 238 300.5 335 5.4

CALDOPRO PLUS 5000 T 70807 238 300.5 335 5.4

Model Code V Hz W A Cl. IP

CALDOPRO PLUS 3000 M 70805 230 50 3000 13      cl.I X4

CALDOPRO PLUS 3000 T 70806 400 50 3000 4.3      cl.I X4

CALDOPRO PLUS 5000 T 70807 400 50 5000 7.2       cl.I X4

 A

 C

 B

C

Dimensions (mm)



ELECTRIC HEATING

DIMENSIONS

TECHNICAL DATA

TIRACAMINO
RADIAL EXTRACT UNIT 
FOR CHIMNEY TOPS

 Product speci® cations and key features:

 Designed to draw out smoke from ® replace (200 C! ap
 proximately). Can be used as a normal extractor fan 
 when the ® replace is not lit.

 Not suitable for use with gas ® res.
 Complete with variable speed controller C 1.5 and base 

 frame.
 Optional protective grille (code 22700) for covering the 

 moving parts when the unit is installed at low level.
 Optional SCB Kit (code 22481) to  ̄ush-mount the C1.5 

 control unit.
 Weather proof steel construction and anti-corrosion, 

 polyester resin protection.
 Supplied with steel safety cable to safely secure the fan 

 to the base.

MODEL Code V Hz W A Rpm Delivery 
(m3/h)

Pmax 
(Pa)

Lp dB(A) Inlet 
é mm

Cl. IP

TIRACAMINO 15000 220-240 50 120 0.5 1400 750 186 52 170 Cl.I X4
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é C

Model Code  A B é  C Kg

TIRACAMINO 15000 518 410 405 14.3

BA

 Model Code  A B Kg

C 1.5   12966   120 43 0.2

Dimensions (mm)



CALDOF!

FIREPLACE FAN HEATER

 Product speci® cations and key features:

 It's very simple and easy to operate. Simply place it in the 

 centre of the ® replace and light the ® re.

 Caldof"#  draws in cold air from the room, which is then 

 heated by burning ® rewood, and sends the row heated 

 air back into the room to circulate.

 It provides signi® cant savings in heating costs, reducing 

 the time your main heating system needs to be on.

 Spark screen (supplied) prevents small sparks from falling 

 out of the ® replace.

Model Code  A B C Kg

CALDOF$   70710   500-830 450 348 18

A C

B

CENERELLO
THE ASHES-EATER

Product speci® cations and key features:

 Designed to operate in conjunction with any standard 
 vacuum cleaner which produces avacuum of 1000 to 
 3000 mm of H20, except for battery-operated models, 
 rechargeable models and models without a collection 
 bag or ® lter.

 Picks up ash from all types of ® replaces, stoves and bar
 becues. Will also collect dirt, shavings, sawdust, debris, 
 etc. from the  ̄oor.

 Easy to use and to clean, the vacuumed material goes 
 straight into Cenerello# 's body without ruining or 
 blocking up the vacuum cleaner. The collected debris is 
 easy to empty directly into a rubbish bin.

A

Cé

é

D

Eé

B

Model Code é  A B é  C D é  E Kg

CENERELLO    22994   300 330 45 1200 38 3

MODEL Code V Hz W Insulation IP

CALDOF$ 70710 220-240 50 20     Cl.II 21

DIMENSIONS

ELECTRIC HEATING ELECTRIC HEATING

DIMENSIONS

TECHNICAL DATA
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Dimensions (mm)

Dimensions (mm)



ELECTRIC HEATING

THE RANGE

PRODUCTS
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600 1000 1500 2000 600 1000

Code 70299 70140 70201 70211 70221 70870 70602 70612 70622 70632 70653 70661

V 230 230 230 230 230 230 230 230 230 230 230 230

Hz 50 50 50 50 50 50 50 50 50 50 50 50

W 2000 2000 2000 2000 2000 2000 600 1000 1500 2000 600 1000

A 8.7 9 8.7 8.7 8.7 8.7 2.6 4.3 6.5 8.7 2.6 4.3

Power settings 2 2 3 3 3 2 2 2 3 3 2 2

Daily/weekly timer NO NO NO NO YES NO NO NO NO NO YES YES

Mechanical timer NO NO NO NO NO NO NO NO NO NO NO NO

Approvals

Marked CE CE CE CE CE CE CE CE CE CE CE CE

Insulation CI. II CI. II CI. II CI. II CI. II CI. II CI. I CI. I CI. I CI. I CI. I CI. I

IP IPX1 IPX1 - - - IPX3 IPX4 IPX4 IPX4 IPX4 IPX4 IPX4

Weight kg 1.85 1.9 3.9 5.2 5.3 2.45 3 3.7 3.8 4.2 3 3.7

* Delivered without lamps.
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1500 2000 600 1000 1500 2000

70663 70681 70562 70572 70582 70592 70065 22499 70002 70805 70806 70807 15000 22994 70710

230 230 230 230 230 230 230 230 230 230
400

trifase
400

trifase
220-240 -

220-
240

50 50 50 50 50 50 50 50 50 50 50 50 50 - 50

1500 2000 600 1000 1500 2000 1500
1500
3000
4500

1800 3000 3000 5000 120 - 20

6.5 8.7 2.6 4.3 6.5 8.7 6.5 - 7.8 13 4.3 7.2 0.5 - -

3 3 2 2 3 3 1 3 3 1 1 1 1 - 1

YES YES NO NO NO NO NO NO NO NO NO NO NO - NO

NO NO NO NO NO NO NO NO NO YES YES YES NO - NO

- -

CE CE CE CE CE CE CE CE CE CE CE CE CE - CE

CI. I CI. I CI. I CI. I CI. I CI. I CI. I CI. I CI. I CI. I CI. I CI. I CI. I - CI. II

IPX4 IPX4 IPX4 IPX4 IPX4 IPX4 IPX5 IPX5 IPX4 IPX4 IPX4 IPX4 IPX4 - IP21

3.8 4.2 2.9 3.2 3.9 4.6 1.5 1.6 1.6 5.4 5.4 5.4 14.3 3 18

NEW

CSV



 

Although the basic characteristics of the models described and illustrated here shall remain unaltered, Vortice reserves the right to change its products at any time and without notice to modify components, details or accessories
to improve the performance of its products or to meet specific manufacturing or commercial requirements.

Vortice Elettrosociali S.p.A
Strada Cerca, 2
Frazione di Zoate
20067 Tribiano (Milano)
Tel. (+39) 02 906991
Fax (+39) 02 90699314 
Italia
www.vortice.com
export@vortice-italy.com

Vortice Limited
Beeches House-Eastern Avenue
Burton on Trent
DE13 0BB
Tel. (+44) 1283-49.29.49
Fax (+44) 1283-54.41.21
United Kingdom
www.vortice.ltd.uk
sales@vortice.ltd.uk

Vortice France
72, Rue Baratte-Cholet
94106 Saint Maur
Cedex
T•l. (+33) 1.55.12.50.00
Fax (+33) 1.55.12.50.01 
France
www.vortice-france.com
contact@vortice-france.com

Cod. 5.170.084.857        09/10


